
Congratulations on your purchase of the KWIK•FIT™  
KFA model hinges.  We are confident these hinges  
will provide you with a lifetime of reliable gate  
operation.  See limited Lifetime Warranty below.
Note: Use only one pair of KFA hinges per gate.  The KFA model  
is designed for gates weighing up to 26lb (12kg).   
For heavier gates, use D&D Technologies’ Tru•Close® hinges.
Tools Required: Pencil, power drill, 11/64” (4mm) drill-bit,  
12-gauge fasteners suitable for both the gate and fence/wall  
materials, and an appropriate driver bit for the fasteners.   
Note: Do not use countersunk fasteners.
These KWIK•FIT™ hinges come pre-tensioned at the first setting, that is, the pin is in 
the first hole (“hole No. 1”) that provides tension. Mark hole. Remove the ‘Adjustor 
Pins’ from both hinges and keep in a safe place.
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FITTING INSTRUCTIONS
‘KFA’ model

WALL MOUNTING INSTALLATION  (Diagram B)
1) Remove the Installation Spacer.  Position the ‘fixed-angle’ leaf 
(see below) to the uninstalled Gate.  Space the hinges as far apart as 
practicable.  Mark all four holes (2 on the side and two on the face) using 
the pencil.  Pre-drill using the 11/64” (4mm) drill bit.  Fix the hinges to 
the Gate using the 12-gauge fasteners.   
2) Open out the two large leaves and locate the gate against the wall.  
Mark the four holes for drilling using the pencil.  Pre-drill using the 11/64” 
(4mm) drill bit.  Fix the hinges to the wall using the 12-gauge fasteners.
Adjusting tension*
Once the gate is installed, tension is then applied to the hinges by inserting 
the ‘Adjustor Lever’ into one of the holes on the Adjustor Dial (see top 
diagram). Rotate until the desired tension is attained, then reinsert the 
Adjustor Pin.  With the ‘Wall Mounting’ method, you may need to repeat 
this twice to attain the proper tension setting.  Follow the same procedure 
for the second hinge so that both hinges have equal tension.
Note: A latch or “gate stop” is required to ensure the gate does not swing 
past the Fence Post, which will damage the hinges. 
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KWIK•FIT ‘KFA’ hinges are designed to work on lightweight  
gates weighing up to 26lb (12kg).
WARRANTY & LIMITATION OF LIABILITY: D&D Technologies’ (“D&D”) products are warranted to 
be free of defects in materials and workmanship to the original purchaser for as long as he/she owns 
the product. This product will operate properly, and warranty is valid, only if installed in accordance 
with the instructions and specifications shown. If a structural defect appears, the original purchaser may 
return the item, freight prepaid, together with proof of purchase to D&D or its approved international 
agents. D&D or its agent will, at their discretion, repair or replace the defective item or part without 
charge to the purchaser. THIS WARRANTY SHALL NOT APPLY WHEN the product has been tampered with, 
when repairs or attempted repairs have been made by unauthorized persons, where the item has been 
subjected to misuse, abuse, accident or damage in transit, or where the installer has not followed the 
instructions set out during installation, operations, or Maintenance requirements. IN NO EVENT SHALL 
THE COMPANY BE LIABLE FOR ANY INCIDENTAL OR CONSEQUENTIAL DAMAGES. No warranty is given 
other than that set out above. No other express or implied warranties (including statutory warranties) 
apply, other than warranties which may not be legally excluded.

POST MOUNTING INSTALLATION  (Diagram A)
1) The Installation Spacer (Diagram A) comes attached to the hinges from the factory.  
This is to aid in the Post Mounting installation. If your Spacer has come loose during 
shipping, hold the Spacer by its Handle.  With the Location Guide pointing away from the 
Pivot Pin, push the Spacer firmly into place, as per Diagram A. 
2) Position the ‘fixed-angle’ leaf (see above) to the uninstalled Gate.  Space the hinges 
as far apart as practicable.  Mark all four holes (2 on the side and 2 on the face) using 
the pencil.  Pre-drill using the 11/64” (4mm) drill bit.  Fix the hinges to the Gate using 
the 12-gauge fasteners. 
3) Position the gate up against the Fence Post and mark the four holes (2 on the side 
and 2 on the face) with the pencil.  Pre-drill and fix the hinges to the Fence Post.  
Remove the Installation Spacer from both hinges. 
* DO NOT ADJUST beyond Setting No. 5 for post mounting. Excessive tension will void warranty.
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* DO NOT ADJUST beyond Setting No. 4 for wall mounting. 
Excessive tension will void warranty.
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AUSTRALIA: Unit 6, 4-6 Aquatic Dr, Frenchs Forest NSW 2086
USA: 7731 Woodwind Drive, Huntington Beach, CA 92647
EUROPE: Vondellaan 58, 3521 GH Utrecht, The Netherlands.


